TECHNICAL CHAPTER 10: RECREATION FACILITIES

1008.3 Transfer Systems. - Where transfer systems are provided to connect to elevated play
components, transfer systems shall comply with 1008.3.

Advisory 1008.3 Transfer Systems. Where transfer systems are provided, consideration
should be given to the distance between the transfer system and the elevated play
components. Moving between a transfer platform and a series of transfer steps requires
extensive exertion for some children. Designers should minimize the distance between the
points where a child transfers from a wheelchair or mobility device and where the elevated
play components are located. Where elevated play components are used to connect to
another elevated play component instead of an accessible route, careful consideration
should be used in the selection of the play components used for this purpose.

1008.3.1 Transfer Platforms. Transfer platforms shall be provided where transfer is intended from
wheelchairs or other mobility aids. Transfer platforms shall comply with 1008.3.1.

1008.3.1.1 Size. Transfer platforms shall have level surfaces 14 inches (355 mm) deep
minimum and 24 inches (610 mm) wide minimum.

1008.3.1.2 Height. The height of transfer platforms shall be 11 inches (280 mm) minimum and
18 inches (455 mm) maximum measured to the top of the surface from the ground or floor
surface.

1008.3.1.3 Transfer Space. A transfer space complying with 305.2 and 305.3 shall be provided
adjacent to the transfer platform. The 48 inch (1220 mm) long minimum dimension of the
transfer space shall be centered on and parallel to the 24 inch (610 mm) long minimum side of
the transfer platform. The side of the transfer platform serving the transfer space shall be
unobstructed.

1008.3.1.4 Transfer Supports. Atleast one means of support for transferring shall be provided.
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